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 h ClipTip technology
hLocking tip system with snap-on flange assembly and full seal
hEnsures greater safety: no risk of the tip coming loose or falling out
hRequires very low tip attachment and ejection force
hClipTip micropipettes can only be used with ClipTip tips

 h Finnpipette F1-ClipTip
hLightweight and ergonomically optimised with rotating finger rest
hLockable volume adjustment

Volume 
 (µl)

Increment 
(µl)

Suitable 
tips

Cat. No. € Excl. VAT

0.1 - 2 0.002 ClipTip 12.5 ext. 228846 NC -

1 - 10 0.02 ClipTip 12.5 ext. 228842 NC -

2 - 20 0.02 ClipTip 20 228386N NC -

5 - 50 0.1 ClipTip 50 228387N NC -

10 - 100 0.2 ClipTip 200 228388N NC -

20 - 200 0.2 ClipTip 200 228389N NC -

30 - 300 1 ClipTip 300 228390N NC -

100 - 1,000 1 ClipTip 1,000 228391N NC -

F1-ClipTip Pipettes, single-channel,  variable volume

8-channel 12-channel
Volume 

 (µl)
Increment 

(µl)
Suitable 

tips
Cat. No. € Excl. 

VAT
Cat. No. € Excl. 

VAT

1 - 10 0.02 ClipTip 12.5 ext. 228844 NC - 228845 NC -

5 - 50 0.1 ClipTip 50 228404N NC - 228408N NC -

10 - 100 0.2 ClipTip 200 228405N NC - 228409N NC -

30 - 300 1 ClipTip 300 228406N NC - 228410N NC -

F1-ClipTip multichannel variable volume pipettes

F1-ClipTip

Finnpipettes F1-ClipTip and E1-ClipTip

Thermoscientific micropipettes
Model F1-ClipTip E1 Clip-Tip E1 Clip-Tip 

Equalizer
Finnpipette F1 Finnpipette F2 Finnpipette F3 Novus

Operating mode Manual Electronic Electronic Manual Manual Manual Electronic

Adjustable spacing 
between tips

No No Yes No No No No

Highlights Clip Tip technology, 
lightweight, rotating 

finger rest

ClipTip technology, motorized ejection, 
index control, 

30 recordable pipetting 
protocols

Lightweight, 
adjustable finger rest, 
power ejector, volume 

lock 

Lightweight, low tip attachment force, 
power ejector, UV resistant

Balanced handling, 
10 functions and 9 
pipetting speeds, 

programmable

Volume range 0.1 µl - 1 ml 0.5 µl - 1.25 ml 0.2 - 10 ml 0.1 µl - 10 ml

Available options 1 channel, 8 channel, 
12 channel

1 channel, 8 channel, 
12 channel, 16 channel

6, 8 and 12 channel 1 channel, 8 channel, 
12 channel, 16 channel

1 channel, 8 channel, 
12 channel, 16 channel

1-channel 1 channel, 8 channel, 
12 channel, 16 channel

Autoclavable parts Lower part 
and ejector

Lower part 
and ejector

Entirely Lower part 
and ejector

Entirely Lower part 
and ejector

Lower part

F1-ClipTip GLP Kits
Cat. No. Description € Excl. VAT

228411N Kit 1 F1-ClipTip GLP
 • F1-ClipTip : 1-10 µl single channel, 10-100 µl single channel,  
100-1,000 µl single channel

 • F-Series Rack
 • ClipTip : 1 rack, 1 rack 200 µl, 1 rack 1,000 µl
 • 25 ml tank, 25 ml split tank, 100 ml split tank

NC -

228412N Kit 2 F1-ClipTip GLP
 • F1-ClipTip : 2-20 µl single channel, 20-200 µl single channel, 
100-1,000 µl single channel, 30-300 µl 8 channel

 • F-Series Rack
 • ClipTip: 20 µl rack, 200 µl rack, 1,000 µl rack
 • 25 ml tank, 25 ml split tank, 100 ml split tank

NC -

Kit 1 F1-ClipTip GLP

Finnpipettes MICROPipettes


