
Equipm
ent

1386

hRotator mixer for Erlenmeyer flasks, tube racks, round flasks, 
graduated cylinders

hSpeed from 20 to 100 rpm

hDimensions: 510 x 180 x 235 mm

hMax. load: 1 kg

hSupplied complete with its universal rack consisting of 2 adjustable 
height trays to block the containers

Cat. No.

498609 Rack 20 tubes 10-18 mm  N/A -

 Description € 
Accessory

Cat. No.

498608 Reax 2 complete Mixing shaker  N/A -

 Description € 

498608

498609

Rotary shakers

Cat. No. Description €

079110  Rotator Genie standard 230 V (European plug) N/A -
079111  Rotator Genie magnetic 230 V (European plug) N/A -

 Speed (rpm) 5 - 35

 Dimensions L x D x H (mm) 400 x 175 x 400

 Platform dimensions (mm)

 - Standard

 - Magnetic

260 x 260

290 x 315

 Weight (kg) 5.2

 Operating conditions 0° - 38 °C and 95% max. humidity

Cat. No. Description Pack
unit.

€

079112 Standard platform with elastics 1 N/A -
079113 Magnetic platform 1 N/A -

079077* Tray with 12 clamps for tubes ø 10 - 13 mm 1 N/A -

079078* Tray with 6 clamps for tubes ø 15 - 17 mm 1 N/A -

079079* Tray with 3 clamps for tubes ø 28 - 30 mm 1 N/A -

079002* Tray with 12 clamps for tubes ø 10 - 13 mm 6 N/A -

079003* Tray with 6 clamps for tubes ø 15 - 17 mm 6 N/A -

079004* Tray with 3 clamps for tubes ø 28 - 30 mm 6 N/A -

079005* Stainless steel strips 16 N/A -

079027* Clip for hybridization tube 2 N/A -

079028* Universal clip 2 N/A -

079029* Magnetic box for 100 microtubes 1 N/A -

079050* Clip for 100 ml flask 1 N/A -

h90° plate shaker

hStandard model delivered with standard elastic platform 
(079112), magnetic model delivered with magnetised 
platform (079113)

hSuitable for use in cold rooms or incubators

hWarranty: 2 years

Accessories

079110 079111

079077, 079002079078, 079003

079029

079027
079005

079028

079050

079079, 
079004

079112 079113

* Cat. No. to match with magnetic platform 079113

Reax 2 Mixer Shaker

Genie Rotator Shaker

hOrbital/vortex rotary shaker

hProgrammable stirring time and intensity

hSuitable for QuEchERS sample preparation protocols

hSupplied with racks for 7 x 50 ml tubes, 50 x 15 ml tubes and 
50 x 1.5 or 2 ml tubes

hProgrammable and reproducible sample shaking

hPulse mode

hCreation of a vortex in the vertically arranged tubes

BenchMixer XLQ Rotary Shaker

Rotation orbit (mm) 3.6

Shaking speed (rpm) 500 to 2500

Stirring time From 1 min. to 100 hours / Pulse mode

Dimension L x W x H (cm) 38.5 x 23.5 x 42

Weight (kg) 13

Power supply 240 V, 50-60 Hz

Cat. No. 062775

€ N/A -


